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10.1" E-Menu Touch Display

Overview

The 10.1" e-Menu tablet is a compact Android-based display solution designed for digital menus,
ordering, hospitality, and customer engagement applications. Featuring a high-resolution IPS
touchscreen, integrated battery, and wireless charging support, it provides a flexible and modern
platform for interactive commercial environments.

Built with a durable ABS enclosure and IP54-rated protection, the device is engineered for daily
commercial use. Integrated Wi-Fi, Bluetooth, status LEDs, and optional camera support make it
ideal for restaurants, cafés, self-service environments, and smart tabletop applications.

Key Features

@ 10.1" IPS Touchscreen ]n Android 11 Platform
1280 x 800 capacitive multi-touch Powered by an RK3566 quad-core
display with wide viewing angles. processor for smooth operation.
E{}}. Integrated Battery g Wireless Charging Support
8000 mAh rechargeable battery Compatible with dedicated wireless
supports up to 6 hours operation. charging cradle solutions.
@ Commercial-Grade Design (((.,))) Built-In Connectivity
Durable ABS housing with IP54 Wi-Fi, Bluetooth 4.2, USB-C, and
protection and drop resistance. integrated status LEDs for flexible

deployment.
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Specifications

Display
Screen 10.1"IPS
Resolution 1280 x 800
Active Area 214.98 x 133.76mm
Aspect Ratio 16:10
Brightness 400nits
LED Lights (Ring) 2 Colours

Touchscreen 5-Point Captive Multi-Touch

Backlight Life 50,000 Hrs
Power

Battery Capacity 8000mAh

Charging 15W / 1.2A
Connections

USB x1(Type-C)
Environment

Storage -10°C - 45°C

Working 0°C - 35°C
Mechanical

Housing ABS + Elastomer

Colour Black

Camera Front 2.0MP, Back 5MP

Ingress Protection

IP54

Dimensions

260 x 190 x 18mm

Net Weight

850g
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Embedded Player Features

Computing
CPU RK3566 Quad-Core Cortex-A55
RAM 2GB
Storage 16GB
(ON] Android 1
Network
Bluetooth v4.2
Wi-Fi 802.11a/b/g/n/ac
Audio
Internal Speakers X2 1W

Ordering Information

Part Number HTL-LCD-TP-EMENU_O1
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Unit Structure
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Disclaimer: Information in this document is provided for general guidance and is subject to change. Extra care has been taken to
ensure accuracy; however, specifications or details may be updated as part of ongoing improvements. All trademarks and product
names remain the property of their respective owners. No copyright infringement is intended.



